
EZN
1200 Emergency Troffer Unit

BATTERY
The EZN uses lead acid batteries.  The 
batteries require no maintenance and have a
life expectancy of 5-7 years.  The suggested
operating temperature range is 65°F (19°C)
to 85°F (30°C).  The batter y provides a mini-
mum of 90 minutes emergency illumination.

RESTRICTIONS
Suitable for indoor and damp locations.  It is
not suitable for installation in wet locations,
insulated ceilings, hazardous locations, or for
air handling air outlet operations.

EMERGENCY ILLUMINATION
The EZN produces 1200 initial lumens in
emergency light output for 90 minutes.

INSTALLATION
EZN is easily installed on top of a 2x2 or 2x4
recessed lay-in luminaire with a flat housing 
surface, up to three lamps maximum.
Template is provided for locating the holes to
be drilled on top of the r ecessed ceiling 
luminaire.  Holes can be factor y drilled in
recessed ceiling luminaires by specifying
–EZN suffix at the end of the luminaire cata-
log number.  Holes provide access to test
switch and MR16 lamps.  Installer to wire 120
or 277 volt unswitched utility cir cuit to the
lead on the EZN unit.

Ordering Information

EZN1200 - To be field mounted to the top of a recessed lay-in luminaire with a flat housing surface
(up to 3 lamps maximum)

Luminaire:
Installer has the option to drill out the holes in the luminaire housing in the
field or the luminaire can be ordered with holes pre-drilled from the factory
by adding the –EZN suffix to the luminaire catalog number.
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Job Name: ______________________

Type: __________________________

Voltage: ________________________

mcPhilben is a Philips group brand

CODES AND STANDARDS 
UL Listed in accordance with the standards
set forth in UL924
NFPA 70 (NEC)
NFPA101 (Life Safety Code)
UL Listed for Indoor Damp Locations

APPLICATION
The EZN contains 3 – 20W MR16 halogen
lamps.  In emergency mode, the EZN operates
all three MR16 lamps for a minimum of 90
minutes.  The EZN is a dual voltage device
rated for use on 120 or 277 volts.  EZN
comes with lamps and pre-wired test switch.
Holes are drilled into the recessed luminaire
in the field, using provided template, or can
be drilled at the factory by specifying EZN at
the end of the recessed luminaire catalog
number.

OPERATION
When AC power fails, the EZN immediately
switches to emergency mode illuminating
three 20 Watt MR16 lamps, up to 1200
lumens, for a minimum of 90 minutes.  When
AC power is restored, the EZN automatically
returns to charging mode.

• Damp location listed.

EZN1200

PEEL & STICK TEMPLATE INCLUDED
FOR EASE OF DRILLING HOLES

ELECTRONICS
Each unit includes low voltage disconnect,
AC lockout, and brownout protection.
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